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SPLICE NOTES:
1-SOLID BLACK TO
SHUNT FIELD COIL
2-SERIES FIELD COIL
% TO BLACK WITH PINK
STRIPE LEAD
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Fig. 6T—~Circuit Breaker

Position the partially assembled brush plate over
the armature shaft far enough to allow re-assembly
of the remaining brush in its brush holder; then posi-
tion the brush plate assembly on the mounting tabs
in the position shown in Figure 62).

NOTE: Circuit .breaker ground lead will not
reach circuit breaker terminal if brush. plate
is positioned wrong. :

Center the brush plate mounting holes over the
mounting. tabs and bend theé fabs toward the brush
holders as required to secure the brush plate in
position.

CAUTION: Be sure tabs are centered in brush
plate mounting holes.

Remove brush retainer clips. and resolder circuit
breaker ground lead to. circuit breaker. Refer to
Figures 62, 63.

If new case and field assembly is used, scribe a line
on it in the same location as the one scribed on the
old case. . This will insure proper alignment of the
new case with the ‘scribed line made on the housing
(Step 1 under Brush Plate Removal). .
Position armature worm shaft inside the housing
and, using the scribed reference marks, line up as
near as possible the case and field assembly with
the housing.

Maintaining the armature in its assembled position
in the case, start the armature worm shaft through
the field and housing bearing until it starts to mesh
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Fig. 62—Removing Brush' Holder

with the worm gear. At the same time carefully pull
the excess black and black with pink stripe leads
thru the housing grommet.

CAUTION: It may be necessary at this point
to rotate armature slightly before the armature
worm will engage with worm gear teeth.

RELAY SWITCH ASSEMBLY

DRIVE PLATE &
SHAFT ASSEMBLY

DRIVE PAWL IN
PARK_POSITION. IN
RELAY SWITCH. SLOT

Fig. 63~Drive Pawl in Full Park Position
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