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Fig. 76—Corvette Wiper Door Electrical Circuit

Limit Switch (View B)

Replacement

1.

5.

Remove eight screws located in the vent grille and
lift off grille.

Remove bolt and bushing from rod.

Remove two bolts retaining bracket-to-plenum panel
and remove assembly.

Remove bolt retaining switch to assembly and re-
move switch,

Reverse procedure for installation.

Control Assembly

Replacement

1.

Remove eight screws securing vent grille dnd lift
grille off.

Remove screw and bushings (View B) securing limit
switch link to control assembly.

Remove wiper cover panel actuator as previously
described.

Remove four nuts and reinforcements from outboard
studs on control assembly mounted to firewall.

5. Rotate entire control assembly, including wiper
cover panel, forward and up for removal and further
bench disassembly.

6. Reverse removal procedure for installation.

7. Vent grille and cover panel vertical alignment to
fenders is possible at nuts ‘“E’’, Cover panel to
windshield gap of .060" is adjusted at screws ““D’’.

Vacuum Relay (View A)

Replacement

1. Remove screws securing wiper vacuum relay to
inner fender panel.

2. Transfer four hoses from removed relay to new
relay. Note hose color stripe and match letter on
pipe of relay (G-Green, Y-Yellow, R-Red).

Manvual Overide Vacuum Switch

For opening wiper cover panel located beneath steer-
ing column.

Replacement
1. Remove screw retaining switch and push switch

CHEVROLET GHASSIS SERVICE MANUAL




